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Space Profile

Premises

Size

Rental Rate

Availability

Term

Parking

Entire 5th Floor

16,761 RSF Divisible 

$2.75 per rsf

 Immediately

Through February 28, 2025 

3/1,000 SF

Features

Suite 500 - 12,744 RSF

- 14 Perimeter offices
- 2 Conference rooms
- 2 Kitchens
- 6 workstations
- Server room
- Printer/storage room

- Large open bull pen area

Suite 580 - 4,017 RSF

- Reception area
- 5 Offices
- Server room
- Kitchen/lounge
- 3 Workstations

- Large conference room

Other Features

- Double door entry
- Move in ready, versatile layout
- On-site amenities include roof top gym, gourmet cafe

and car wash, valet, shuttle service and bike share
program.

Map

Fabulous Sublease Opportunity
in the Heart of Century City

Sublease 
Available



1800 Century Park East
Los Angeles, CA  90067

16,762 SF - Entire 5th Floor

Interior Photos
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1. REFER TO SHEET A00.01 & A00.02 FOR ABBREVIATIONS & OTHER 
GRAPHIC SYMBOLS.

2. ALL CARPETING TO BE INSTALLED IN ACCORDANCE WITH
MANUFACTURER'S RECOMMENDATION FOR INSTALLATION.

3. REFER TO A12 SHEET SERIES FOR FLOOR FINISH TRANSITION
DETAILS.

4. ALL NEWAND EXISTING FINISHES SCHEDULED TO REMAIN SHALL BE 
PROTECTED DURING CONSTRUCTION. ANY DAMAGE SHALL BE
REPAIRED BY CONTRACTOR.

5. ENSURE SURFACES TO RECEIVE FINISHES ARE CLEAN, TRUE AND 
FREE OF IRREGULARITIES. DO NOT PROCEED WITH WORK UNTIL
SATISFACTORY CONDITIONS HAVE BEEN CORRECTED. STARTING 
OF WORK SHALL INDICATE INSTALLERS ACCEPTANCE OF
SUBSTRATE.

6. REPAIR AND PREPARE EXISTING SURFACES TO REMAIN AS 
REQUIRED FOR APPLICATION OF NEWFINISHES.

7. PREP BASE OF WALL AS REQUIRED FOR SMOOTH INSTALLATION OF
WALL BASE.

8. CONTRACTOR TO PROVIDE POST MOVE-IN PAINT TOUCH UP.
9. PROVIDE STRAIGHT, FLUSH CONTINUOUS ROLL RESILIENT BASE AT

CARPETED AREAS AND COVED TOPSET RESILIENT BASE AT
RESILIENT FLOORING, U.O.N.

10. PRIOR TO PURCHASE OR INSTALLATION OF ANY FINISH MATERIALS 
SUBMIT SAMPLES TO ARCHITECT FOR REVIEW. ALLOW TIME FOR
SUBMITTAL REVIEWAND FOR RESUBMITTALS IF REQ'D.

11. FIRE PROOFING OF BUILDING ELEMENTS SHALL COMPLY WITH CBC
2010 CHAPTERS 6 AND 8.

12. INTERIOR WALL AND CEILING FINISH MATERIALS SHALL MEET
CLASS C: FLAME SPREAD INDEX 76-200: SMOKE DEVELOPED INDEX
0-450 PER 2013 CBC 803.1.1 AND TABLE 803.9.

13. INTERIOR FLOOR COVERING MATERIALS SHALL BE OF CLASS I OR II 
IN ACCORDANCE WITH NFPA 253, SHALL COMPLY WITH ASTM
STANDARD E 648 AND HAVE A SPECIFIC OPTICAL DENSITY SMOKE 
RATING NOT TO EXCEED 450 PER ASTM E 662

14. FOR WALL COVERING APPLICATION:  INSTALL FINISH FOR THE FULL
HEIGHT OF THE PARTITION WITH NO RESILIENT BASE. PREPARE THE 
GYPSUM WALL BOARD SUBSTRATE TO RECEIVE THE VINYL
WALLCOVERING FOR THE FULL HEIGHT OF THE PARTITION. LEAVE 
NO UNFILLED OR UNFINISHED SURFACES.

15. COORDINATE INSTALLATION OF RESILIENT BASE WITH MILLWORK.
NO BASE WHERE BUILT-IN CABINETS ARE INDICATED.  INSTALL 
BASE AT TOE SPACE.

16. PROVIDE 1/8" BRUSHED STAINLESS STEEL SCHLUTER STRIP AT 
CARPET/STONE OR CARPET/CERAMIC TILE THRESHOLD.

17. SUBMIT THE FOLLOWING SAMPLES FOR ARCHITECT'S APPROVAL:  
(A)  THREE 12"X12" SAMPLES OF ALL PAINT.  VINYL AND FABRIC 
FINISHES AND  COLORS APPLIED TO A SUBSTRATE WHICH IS 
REPRESENTATIVE OF THE SURFACE TO BE FINISHED. SUBMIT PAINT 
SAMPLES FROM THE PAINT LOT OR  LOTS INTENDED FOR
APPLICATION.  (B)  ONE 24"X24" MOCK-UP WITH SAMPLE SEAM
(CENTERED) OF ALL FABRIC AND VINYL FINISHES AND COLOR.   (C)
THREE 12"X12" SAMPLE OF ALL FLOOR COVERINGS. D) THREE 
SAMPLES OF ALL PLASTIC LAMINATE AND FINISH WOOD.

18. SUBMIT SAMPLES BEFORE PLACING FULL ORDERS WHERE
MATERIALS ARE NOT RETURNABLE. NOTIFY ARCHITECT
IMMEDIATELY OF LONG LEAD ORDER ITEMS.

19. ALL PAINT FINISH OF METAL PARTS OF DOORS, PERIMETER
ENCLOSURES, ETC., SHALL BE SEMI-GLOSS, UNLESS OTHERWISE 
NOTED (U.O.N.)

20. ALL PAINT SHALL BE APPLIED IN ACCORDANCE WITH THE
MANUFACTURER'S SPECIFICATION FOR THE PARTICULAR SURFACE.

21. ALL SURFACES SHALL BE PROPERLY PREPARED WITH SEALER
PRIOR TO THE INSTALLATION OF WALLCOVERING, PER
MANUFACTURER'S RECOMMENDATION.

22. WALLCOVERING CONTRACTOR TO COORDINATE ALL
WALLCOVERING APPLICATION IN OR ON CABINET WORK WITH
GENERAL CONTRACTOR.

23. CONTRACTOR SHALL PAINT AND REFINISH ALL EXISTING AND NEW
INTERIOR WALLS AND DRY WALL SOFFITS/CEILINGS WITH PAINT
AND FINISHES TO MATCH EXISTING, U.O.N.

24. SUBMIT SEAMING PLAN FOR CARPET TO ARCHITECT FOR
APPROVAL.

25. CARPET CONTRACTOR TO PROVIDE AND INSTALL SPECIFIED 
REDUCTION STRIP AT DOORS WHERE ALL CARPET AND RESILIENT
FLOORING MEET, U.O.N.

26. FLOOR COVERING IN CLOSETS SHALL BE THE SAME AS THAT OF 
THE SPACE ONTO WHICH THE CLOSET DOOR OPENS, U.O.N.

27. CARPET CONTRACTOR MUST VERIFY EXISTING FLOOR CONDITIONS
PRIOR TO BID AND INSTALLATION.

28. WHERE FLOOR MOUNTED OUTLETS ARE REQUIRED ON CARPETED
AREA, CUT THE CARPET IN AN "X" OVER THE HOLE AND CARPET
UNDER, THIS ALLOWS CARPET PATCHING WHERE OUTLETS ARE 
LATER CAPPED.  DO NOT TRIM THE CARPET.

29. IF ADJACENT SPACES ARE OCCUPIED, ALL TACK STRIPS TO BE
INSTALLED AFTER NORMAL WORKING HOURS, U.N.O.

30. FLOAT ALL AREAS WHERE FLOOR IS NOT LEVEL OR TRUE PRIOR TO
FLOORING INSTALLATIONS.

31. BLDG. STD. BASE IS DEFINED AS 2 1/2" OR 4" AS REQUIRED BY 
BUILDING OWNER.

32. NO SUBSTITUTIONS ALLOWED WITHOUT APPROVAL OF ARCHITECT.

CHANGE IN FLOOR FINISH

EXTENT OF FINISH

BASE FINISH

WALL FINISH

XXXX FLOOR FINISH

XXX

N.I.C. (NOT IN CONTRACT)

XXX

Ref. North

CA 90071Los Angeles,

2020 Gensler
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Project Name

Seal / Signature

Check

Facsimile 213.327.3601
Telephone 213.327.3600

Date & By

500 S. Figueroa Street
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As indicated

1800 CENTURY PARK EAST, 5TH
FLOOR

LOS ANGELES, CA 90067

OASIS WEST
REALTY TENANT
IMPROVEMENT

OASIS WEST REALTY TENANT IMPROVEMENT

005.2407.000

ISSUE FOR PLAN CHECK

A05.01

FINISH PLAN

SCALE: 1/8" = 1'-0"
FINISH PLAN 1

FINISH SCHEDULE

4 EXISTING CARPET TO REMAIN.
6 EXISTING STONE FLOORING TO REMAIN.
7 NEW PAINT THROUGHOUT PT-1 AND B-1 U.O.N.

KEYNOTES

SHEET NOTES

TYPE DESCRIPTION MANUFACTURER PRODUCT NUMBER/NAME COLOR FINISH SIZE REMARKS

B-1 BASE JOHNSONITE 4" H STRAIGHT AT CARPET, COVED AT LVT
CPT-1 CARPET TBD
CPT-2 CARPET TBD
PT-1 PAINT DUNN EDWARDS DEW380 WHITE EGGSHELL AT WALLS, FLAT AT CEILINGS PAINT THROUGHOUT UON
VCT-1 VCT TBD

FINISH SYMBOLS

* ALL INTERIOR FINISHES TO BE CLASS C MINIMUM

1 1 04/03/2020 ISSUE FOR CLIENT REVIEW DM MF
2 2 08/26/2020 ISSUE FOR CLIENT REVIEW LH MF
3 3 09/01/2020 ISSUE FOR CLIENT REVIEW LH MF
5 5 10/15/2020 ISSUE FOR PLAN CHECK
7 7 01/27/2021 PLAN CHECK CORRECTIONS

Suite 500
12,744 RSF

Suite 580
4,017 RSF
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